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Modular DIN-Rail PC – 
       mHPC 
 
Industrial-PC in modular style for 
mounting on DIN-Rail  
 
The mHPC-System consists of separate components for direct 
mounting on a DIN-Rail. For the required application the necessary 
modules will be connected. 

 
 

 
 
 
 
 
 
 
 
 

 
 

 
Complete mHPC configurations consist of: 
��� �   On the left side positioned CPU-Modul-Group 

��� �   In the middle positioned periphery connection 

��� �   On the right side mounted and with a real time bus system 
connected I/O modules 
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The CPU module group  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

�   CPU- Module  
with 5x86-133, 64MB RAM, 256KB 2nd-Level-Cache, BIOS, 
clock, reset key, keyboard and mouse connector and one card 
location for a Compact-Flash-Card or a Micro drive. 

 
 

�   24V-Module  
electrically isolated voltage supply 24V-DC -15/+20%, power-fail- 
and temperature monitoring. Power output: 5V/5A und 3,3V/2,4A 

 
 

�   VGA-Module  
4 MB RAM, VGA-resolution up to 1024×768 pixel true colour (24bit) 
or 1600x1200 pixel high colour (16bit).  

 
 

�   Ethernet-Module  
10/100 Mbps with twisted-pair-connector 

 
 

Periphery connection modules  
 
 

�   2seriel-1parallel-Interface-Module  
with PC-standard-plugs. At the parallel interface an external FD 
drive can be connected alternatively. 
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�   Multifunctional Interface Module  
with 2 serial interfaces RS232 or RS485, with analogue 
modem or radio modem (GSM). 

 
 

�   Local I/O Connection Module  
for up to 8 on the right side connectable I/O modules. 3 LED for 
voltage supply, bus error and transmission indication. 

 
 

�   Fibre Optic Connection Module  
for up to 4 separated fibre optic (LWL) real time connectors, at which 
up to 8 I/O modules are connectable in each case.  

 
 
 
 
 

I/O  Modules  
 
With up to 8 connectable I/O modules becomes mHPC a PLC. 
Additional I/O modules can be operating separated. 
 
 

�   Binary Output Modules  
7 binary outputs 24V/500mA or 8 relay outputs 
230V/1A, electrically isolated. 

 
 

�   Binary Input Modules  
8 binary inputs 24V/6mA, electrically isolated.  

 
 

�   Analogue Output Modules  
2 analogue outputs ±1/±5/±10V and 5mA bipolar or 0/4-20mA, 
electrically isolated. 
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�   Analogue Input Modules  
2 analogue inputs ±10V bipolar or 0/4-20mA, electrically isolated. 

 
 

�   I/O-Modules for special applications  
2 analogue inputs temperature sensor PT100 for 2/3/4 cable 
connection, electrically isolated, counter/incremental inputs 

 

 

External dimensions of the modules  
 
 
 
 
 
 
 
 
 
 
 

Operating systems  
 
The following operating systems are on mHPC executable: 
 
�   DOS 
�   Linux 
�   Windows 
�   QNX 
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